JHP10/7-M145A

Miniature UAV Gimbal

2-Axis gyro stabilization

HD CCD+ IR

UAV gimabal

User friendly

Target tracking

Wuhan Joho Technology Co., Ltd
www.johotec.com

sales@johotec.com

Description Gyro-stabilized

Multi-sensor

Platform Two-axis
Azimuth range nx360°
Elevation range -35°~+110°
Max angle speed >260°/s

Max angular acceleration >80°/s°
Stabilization accuracy <0.5mrad

Anaular accuracy +0.1°

Two-axis

IR Camera
Detector

Pixel

Spectrum

Focal length
Pixel size

Frame frequency

Digital Video

Daylight Camera

Resolution

Focal length
FOV

Frame frequency

Digital Video

External Interface
Video
Communication
Control protocol
Power Supply

Power consumpton

Dual Sensor Gimbal

VOx uncooled FPA
640x512
7.5~13.5um
35mm

17um

25Hz

SD-SDI interface

1920x1080

4.9mm~49mm( 10x optical zooming )
7°03" x4°~49°28" x7°28

30Hz

HD-SDI interface

HD-SDI interface ( Two-way )
RS232/RS422/RS485

Pelco-D and extended protocol
DC 12V

<15W

Front View

Physical
Dimension <P145mmx205mm
Weight <2.5kg
Installment Below belly
Color White & black
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